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GENERAL NOTES

1.

2.

3,

4,

5.

6.

7.

8.

9.

THIS SET OF PLANS SHALL NOT BE USED FOR CONSTRUCTION UNTIL IT HAS BEEN
DEPICTED AS SUCH IN THE ISSUE BLOCK.

THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE WORK USING THE BEST
CONSTRUCTION SKILLS AND ATTENTION. THE CONTRACTOR SHALL BE SOLELY
RESPONSIBLE AND HAVE CONTROL OVER CONSTRUCTION MEANS, METHODS,
TECHNIQUES, SEQUENCES AND PROCEDURES AND FOR COORDINATING ALL PORTIONS
OF THE WORK UNDER CONTRACT, UNLESS CONTRACT DOCUMENTS GME OTHER
SPECIFIC INSTRUCTIONS CONCERNING CERTAIN MATTERS.

PLANS ARE NOT TO BE SCALED. THESE PLANS ARE INTENDED TO BE A DIAGRAMMATIC
OUTLINE ONLY. UNLESS OTHERWISE NOTED. THE WORK SHALL INCLUDE FURMISHING

ALL MATERIALS, EQUIPMENT, APPURTENANCES, LABOR AND TEMPORARY MEASURES
NECESSARY TO EFFECT ALL INSTALLATIONS AS INDICATED ON THE CONTRACT DOCUMENTS.

ALL WORK PERFORMED AND MATERIALS INSTALLED SHALL BE IN STRICT ACCORDANCE
WITH ALL APPLICABLE CODES, REGULATIONS AND ORDINANCES HAVING JURISDICTION.
CONTRACTOR SHALL GVE ALL NOTICES AND COMPLY WITH ALL LAWS, ORDINANCES,

RULES, REGULATIONS AND LAWFUL ORDERS OF ANY PUBLIC AUTHORITY BEARING ON

THF PFRFORMANCF AND FXFCUTION OF THF WORK. FLFCTRICAI SYSTFMS SHALI BF
WS IALLED 14 ALLURDANGE Wil Abl A1)LILGABLE  MUNILIFAL ANU 31AIL mamummu

CODES, THE NATIONAL ELECTRIC CODE, AND UTILTY COMPANY SPECIFICAT

ALL TEMS REQUIRING INSPECTION SHALL BE INSPECTED AND APPROVED PRIOR TO
CONCEALMENT OF SUCH ITEMS.

CONTRACTOR SHALL MAKE ALL NECESSARY PROVISIONS TO PROTECT ALL EXISTING
AREAS OF THE PROJECT SITE FROM DAMAGE MADE BY THE HANDLING OF MATERIALS,
EQUIPMENT, TOOLS AND NORMAL CONSTRUCTION ACTMITY FOR THE DURATION OF THE
WORK. ALL EFFECTED AREAS SHALL BE RESTORED TO THEIR ORIGINAL CONDITION
UPON COMPLETION OF THE WORK.

KEEP CONTRACT AREA CLEAN AND HAZARD FREE THROUGHOUT THE DURATION OF THE
WORK. DISPOSE OF ALL DEBRIS, RUBBISH, EQUIPMENT REMOVED AND NOT SPECIFIED
TO REMAIN ON THE PROPERTY OF THE OWNER. LEAVE PREMISES IN A FIRST CLASS
CLEAN CONDITION, FREE FROM PAINT SPQTS, DUST, OR SMUDGES OF ANY NATURE.
REPAIR AND PAINT ALL EXISTING SURFACES THAT HAVE BEEN DAMAGED OR OTHERWISE
EFFECTED BY THE WORK SUCH THAT THEY BLEND WITH SURFACES.

DIMENSIONS SHOWN ARE TO FINISH SURFACES UNLESS OTHERWISE NOTED. SPACING
BETWEEN EQUIPMENT IS REQUIRED CLEARANCE. THEREFORE, IT IS CRITICAL TO FIELD
VERIFY ALL DIMENSIONS. SHOULD THERE BE ANY QUESTIONS REGARDING THE CONTRACT
DOCUMENTS, EXISTING CONDITIONS OR DESIGN INTENT, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR OBTAINING WRITTEN CLARIFICATION FROM THE CONSTRUCTION MANAGER
OR ENGINEER, PRIOR TO PROCEEDING WITH THE WORK.

THE CONTRACTOR SHALL OBTAIN ALL CLARIFICATIONS AND AUTHORIZATIONS IN
WRITING BEFORE STARTING WORK ON ANY ITEM NOT CLEARLY- DEFINED OR IDENTIFIED
BY THE CONTRACT DOCUMENTS.

10. INSTALL ALL EQUIPMENT AND MATERIALS IN ACCORDANCE WITH MANUFACTURERS

INSTRUCTIONS, UNLESS SPECIFICALLY OTHERWISE INDICATED OR WHERE LOCAL CODES
OR REGULATIONS TAKE PRECEDENCE.

11. ALL WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH ALL CITY, STATE AND

0.SHA. SAFETY REQUIREMENTS.

12. DURING THE COURSE OF THE WORK, THE PROPERTY OWNER(S), HIS EMPLOYEES,

SUPPUERS, CLIENTS, TENANTS AND VISITORS SHALL CONTINUE TO OCCUPY AND
USE THE FACILTY AND PREMISES, THE CONTRACTOR SHALL SCHEDULE AND
COORDINATE THE WORK ACCORDINGLY.

13, SEAL ALL PENETRATIONS THROUGH FIRE RATED ASSEMBUES WITH U.L USTED AND FIRE

CODE APPROVED MATERIALS. ALL EXTERIOR PENETRATIONS SHALL BE WEATHERPROOF.

14. DETAILS ARE INTENDED TO SHOW END RESULT OF DESIGN. MINOR MODIFICATIONS MAY

BE REQUIRED TO SUIT JOB DIMENSIONS OR CONDITIONS. SUCH MODIFICATIONS SHALL
BE INCLUDED AS PART OF THE WORK.

15. DO NOT DEVIATE FROM MANUFACTURERS USTED WITHIN THE CONTRACT DOCUMENTS,

UNLESS UNAVAILABLE. OBTAIN PRIOR APPROVAL FROM CONSTRUCTION MANAGER
FOR SUCH DEVIATIONS.

16. DELIVER ALL MAINTENANCE AND INSTRUCTION MANUALS AND SPARE PARTS TO THE

CONSTRUCTION MANAGER.

17. ALL MATERIALS AND WORKMANSHIP PROVIDED UNDER THIS CONTRACT SHALL BE

GUARANTEED TO BE FREE FROM DEFECTS FOR A PERIOD OF ONE YEAR AFTER
SUBSTANTIAL COMPLETION, OR LONGER IF OFFERED BY EQUIPMENT MANUFACTURERS
OR REQUIRED ELSEWHERE WITHIN THE CONTRACT DOCUMENTS. ANY DEFICIENCIES THAT
BECOME EVIDENT DURING THE GUARANTEE PERIOD SHALL BE CORRECTED TO THE
SATISFACTION OF THE CONSTRUCTION MANAGER AT THE CONTRACTOR'S EXPENSE.

ALL EXISTING ROOF OR OTHER BUILDING WARRANTIES SHALL REMAIN IN EFFECT AND
INTACT DURING THE COURSE OF THE WORK. THE CONTRACTOR SHALL COORDINATE
WITH SAID GUARANTOR(S) SUCH THAT THOSE WARRANTIES ARE MAINTAINED.

18. LOCATE AND MARK-OUT ALL UNDERGROUND UTILITIES AND STRUCTURES THROUGH THE

USE OF A UTILITY LOCATING SERVICE PRIOR TO ANY EXCAVATION WORK. HAND DIG IN
AREAS OF EXISTING UTILITIES AND/OR STRUCTURES.

REMOVAL NOTES

» DISCONNECT AND REMOVE ALL EXISTING ELECTRICAL FIXTURES, RECEPTACLES, SWITCHES

QDIJRQNGDEVICES TO THE EXTENT REQUIRED TO FACILITATE NEW WORK. REMOVE ALL ASSOCWTED

MAINTAIN CIRCUITRY OF DEVICES AND EQUIPMENT OUTSIDE OF NEW EQUIPMENT BUILDING.
EXTEND EXISTING BOXES THAT ARE UNABLE TO BE ABANDONED. PROVIDE NEW COMVER
PLATES FLUSH WITH NEW WALL FINISH,

\‘Eo%KFYTMTMLHmSCANBESAFELYREMOVEDPRlORTOEXECUTIONOFREMWAL

DISCONNECT AND REMOVE ALL EXISTING PLUMBING AND HEATING FIXTURES, ELEMENTS AND
ASSOCIATED PIPING TO THE EXTENT REQUIRED TO FACILITATE NEW WORK. PROVIDE NEW
VALVES, CAPS AND PIPING REQUIRED TO MAINTAIN PLUMBING AND HEATING SERVICES
OUTSIDE OF NEW EQUIPMENT BUILDING.
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GENERATOR NOTES

PROVOE 150 KW GENERATOR SET. ENERGY DYNAMCS ML EDI-150N-CB
R

GENERATOR SET TO BE PROVIDED WITH THE FOLLOWING ACCESSORIES:
- EMERGENCY STOP '
~ AUTO-START
- CRMCAL SILENCER
= MAIN UNE CIRCUIT BREAKER
- 12V ELECTRICAL SYSTEM
- BATTERIES
— AUTOMATIC BATTERY CHARGER
~ VIBRATION ISOLATORS
~ BYPASS OIL FILTER
— STANDARD ALARM PACKAGE

PIPE ’\ ELECTRIC UNIT HEATER ABLE 2
ALUMINUM GRATING /6 ~\ SAFETY RALING
DUCTWORK AND —o ” 2 Reuovm s
GRAVITY DAMPER ~ —~—— Ve 5
7 10 LB. €02 FRE
PANELBOARD AND SURGE ] l w1 ) EXTNGUISHER .
PANEL | __NOTCH DOOR TO
AUTO TRANSFER /% ACCEPT |-BEAM
SWMICH(ATS) ——————o | | | e ——— " —————— : [
VARUBLE. FREQUENCY i 73N I I
STEEL BEAM W/ .
D . ! 6'W X 7H DOUBLE DOOR.
RVE (VD) (TYP. FOR 2) T HOIST AND TROLLEY \§—2/ | SEE DOOR NOTES
T - 1
150 Kw NATURAL GAS GENERATOR 2| 1"\ CONCRETE. STARS .
ENERGY DYNAMICS WL fEDI-150N-CB.—~—| - L \S—4/MD LANDING
SEE GENERATOR NOTES H
I O —_——— 2T
5 X 5' EXHAUST COMBINATION I I . \ e
LOUVER/DAMPER W/ ELECTRONIC HES “ \ 50" ;
ACTUATOR AND INSECT SCREEN _J N '
C ) i’ PUMP PIT WALL _
i — (BELOW) . EQUIPMENT DIMENSIONS
GENERATOR EXHAUST - R GENERATOR 105"L X 40°W X 55"
SILENCER AND PIPING (=] 5. X 6 INTAKE COMBINATION
NATURAL GAS LOUVER/DAMPER W/ ELECTRONIC |AUTO TRANSFER 24°W X 16D X 59"H
METER ACTUATOR AND INSECT SCREEN | SWITCH (ATS)
L ‘; =4 | PANELBOARD 26W X 657 X 65
13-¢" :

LIGHTING PANEL OW X 4" X 125"

| VARIABLE FREQUENCY| 12°W X 16D X 36"H

DRVE (VFD)

/4 \BUILDING PLAN VFD CONTROL BOX | 36 X 8 X 36°H

&Y

SCALE: 1/4'=1'-0"

NOTES:
1. CEIING MOUNTED VAPOR~TIGHT LIGHT FIXTURES NOT SHOWN FOR CLARITY.

SEE ELECTRICAL PLANS.

2. VENTILATION SYSTEM LOUVERS NOT SHOWN FOR CLARITY. SEE BUILDING

ELEVATIONS.
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DOOR NOTES

CONCRETE NOTES

. DOORS SHALL BE 16 GA, GALVANIZED STEEL, FULL-FLUSH, 1 3/4" THK., 1 1/2 HR. RATED

AND B-LABELED, INTERNALLY STIFFENED @ 6 0/C, REINFORCED AND READY FOR MORTISED
HARDWARE. SIZE AS SHOWN.

FRAMES SHALL BE 16vGA.. GALVANIZED STEEL, WELDED & GROUND, READY FOR MORTISED
HARDWARE. FRAME STYLE SHALL MATCH THE CONDITION OF THE WALL TO WHICH IT IS TO
BE ANCHORED; 1.E. STUD WALL, EXIST. MASONRY, NEW MASONRY, ETC..

DOORS AND' FRAMES SHALL BE FACTORY PRIMED. FIELD PAINT DOORS AND FRAMES WITH
(2) COATS BENJAMIN MOORE IRON CLAD ENAMEL, BROWN #60.

. FIT DOORS WITH THE FOLLOWING:

PUSH-BUTTON LOCKSET:  ILCO/UNICAN 1110218-26D-41 W/

BEST KEY OVERRIDE

CLOSER: NORTON 8301

3 PAR BUTTS: YALE, FLUSH, 5~KNUCKLE, BALL-BEARING,
NON-REMOVABLE PIN

THRESHOLD: PEMKO 2720

ADHESIVE GASKETING: PEMKO 5880

SWEEP: PEMKO 3210N

DEAD BOLTS AT INACTVE LEAF TOP AND BOTTOM
ASTRAGAL AT INACTIVE LEAF

. CONCRETE CONSTRUCTION SHALL CONFORM TO THE LATEST: EDITION OF THE AMERICAN

CONCRETE INSTITUTE "BUILDING CODE REQUIREMENTS FOR REINFORCED CONCRETE
(ACI 318-95) AND COMMENTARY AC! 318R-95".

. CAST-IN-PLACE CONCRETE SHALL BE NORMAL WEIGHT CONCRETE AND SHALL HAVE MINIMUM
COMPRESSNE STRENGTH OF 3000 PSI AT 28 DAYS. SLUMP SHALL BE 4 INCHES (1 INCH).

AR ENTRAINMENT SHALL BE 8X.

. CONCRETE REINFORCING BARS SHALL BE GRADE 60 DEFORMED BARS AND SHALL CONFORM

10 ASTM SPECIFICATION A 615 WITH A MINIMUM YIELD STRENGTH Fy=60 ksi. WELDED WIRE
FABRIC REINFORCEMENT SHALL CONFORM TO ASTM A2 AND SHALL HAVE A MINIMUM
Fy=10 ksi

. UNLESS OTHERWISE NOTED, MINIMUM CONCRETE COVER FOR REINFORCING BARS SHALL BE

AS FOLLOWS:
A} 3" FOR FOUNDATION BOTTOM BARS AND VERTICAL BARS.

. MINIMUM LAP SPUCES SHALL BE 40 BAR DIAMETERS.

MASONRY NOTES

. DESIGN AND CONSTRUCTION OF ALL MASONRY WORK SHALL CONFORM TO THE LATEST

EDITION OF THE UNIFORM BUILDING CODE SPECIFICATIONS FOR MASONRY, AND THE LATEST
ACI-ASCE STANDARDS FOR "BULDING CODE REQUIREMENTS FOR MASONRY STRUCTURES
(ACI 530)" AND “SPECIICATIONS FOR MASONRY STRUCTURES (AC! 530.1)".

. UNLESS NOTED OTHERWISE, THE ULTIMATE COMPRESSME STRENGTH

OF MASONRY
SHALL BE 1500 PSI. HOLLOW MASONRY UNTS SHALL CONFORM TO ASTM C90, ASTM
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GRAVITY DAMPER— | C145, OR ASTM C55, AS APPUICABLE.
. ALL REINFORCED BLOCK CELLS SHALL BE FILLED SOUD WITH MORTAR.
. MASONRY CONSTRUCTION FOR WALLS, COLUMNS AND PILASTERS SHALL BE PERFORMED N
RUNNING BOND.
. VERTICAL WALL REINFORCEMENT SHALL BE GRADE 60 STEEL CONFORMING TO ASTM A615
WITH A MINIMUM YIELD STRENGTH FY=60 KSI.
. HORIZONTAL JOINT REINFORCEMENT IN WALLS SHALL CONSIST OF NO. 8 EXTRA
HEAVY DUR-0-EYE OR DUR-O-WAL (AS APPLICABLE) TRUSS TYPE. HORIZONTAL
JOINT REINFORCEMENT SHALL CONFORM TO ASTM A82.
MORTAR COLOR SHALL MATCH . MORTAR SHALL HAVE A MINMUM COMPRESSNE STRENGTH OF 5000 PSI AT 28 DAYS.
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CONCRETE NOTES
g'-0" A
—r 1. CONCRETE CONSTRUCTION SHALL CONFORM TO THE LATEST EDITION OF THE AMERICAN
6" THK. PAD REINF. Vl/ CONCRETE PAD AT DOOR A A ' 4 CONCRETE INSTITUTE "BUILDING CODE REQUIREMENTS FOR REINFORCED CONCRETE
WWF 6x6-W2.9:xW2.9 o - . (ACI 318-05) AND COMMENTARY AC! 318R-5".
BROOM FINISH B PR 2. CAST-IN-PLACE CONCRETE SHALL BE NORMAL WEIGHT CONCRETE AND SHALL HAVE MINIMUM
-‘——'—_4 COMPRESSIVE STRENGTH OF 3000 PSI AT 28 DAYS. SLUMP SHALL BE 4 INCHES (£1 INCH).
d PR MOLDED POLYURETHANE AR ENTRAINMENT SHALL BE 8%.
: SLOPE 1/8° PER FT. RN /-SAFEIY CAPS 3. CONCRETE RENFORCING BARS SHALL BE GRADE 60 DEFORMED BARS AND SHALL CONFORM
Vo AR X T0 ASTM SPECIFICATION A 615 WITH A MINIMUM YIELD STRENGTH Fy=60 ksi. WELDED WIRE
1'-0" F il L2 = .4 X ;ABI;I(()) kR;EINFORCEMENT SHALL CONFORM TO ASTM AB2 AND SHALL HAVE A MINIMUM
., ' y= A
e ] 4. UNLESS OTHERWISE NOTED, MINIMUM CONCRETE COVER FOR REINFORCING BARS SHALL BE
Loe AS FOLLOWS:
: e . A) 3" FOR FOUNDATION BOTTOM BARS AND VERTICAL BARS.
NI 3 5. MINMUM LAP SPLICES SHALL BE 40 BAR DIAMETERS. PAPAY ENGINEERING & CONSTRUCTION, INC.
S AN S 100 HILLTOP ROAD, RAMSEY, NJ 07448
elo " = 201-934-2828
.:_,::. ! a NJ CERTIFICATE OF AUTHORIZATION NO. 24GA27932000
~"‘=)¢ .,:}':g X -:-,,\:)" & MASONRY NOTES
= ¢‘., < o ~ O . 8 =
;\‘{‘\’5}’3@\.%\. Q. \\'.2:0?*. s 1. DESIGN AND CONSTRUCTION OF ALL MASONRY WORK SHALL CONFORM TO THE LATEST
R g T 0, e e, A e
6* HAUNCH o (ADT 530" D "SPECTIATINS FOR WaoNey STRUGIRES (A 530.1)"
A4 508 [ P —— TS T AT TR
AIL PRECISION m LLC MDL w/ C145, OR ASTM CSE;, AS APPLICABLE. '
/ 1\CONCRETE STOOP & STA&Q/EL L PRECON LADDETS, 1. oz e
\S-4/ AND 2 1/4° SERRATED ALUMINUM TREAD ' '
0 1'-0" VERTICAL SPACING 4. MASONRY CONSTRUCTION FOR WALLS, COLUMNS AND PILASTERS SHALL BE PERFORMED IN
T e T r—| RUNNING BOND.
L | A : e s T '..;.4 TR -:.- .:;..',..’,. ‘."
| [ e T K> s e e s e 5 o
e | R X P ) VRl ) . . Thd 4 P PP
S | S o B. HORIZONTAL JOINT REINFORCEMENT IN WALLS SHALL CONSIST OF NO. 8 EXTRA
e SR _] HEAVY DUR-O-EYE OR DUR-O-WAL (AS APPUCABLE% TRUSS TYPE. HORIZONTAL
|2 . JOINT REINFORCEMENT SHALL CONFORM T ASTM A82.
7 > .J “' _7_, 1/‘ 4;{ \\\_1 29 STANLESS ST%LT 7 MORTAR SHALL HAVF A MINIMUM COMPRFSSIVE STRINGTH OF $000 PSI AT 28 DAYS. LAND MASTER
' (TP.) COMMUNITY DEVELOPERS, LLC
REMOVABLE SECTION OF ALUMINUM GRATING. 1/4" X 4° ALUMINUM BAR BOLTED TO 156 ORANGE AVENUE
PROVIDE' DROP/LIFTING LUG AT CENTER OF e I LMoL & WSTALAGN WALDEN, NEW YORK 12586
GRATIY — PHONE: (845) 778-3793
~ FAX: (845) 778-4669
/ \ | £
/ 5 \NEW ALUMINUM ACCESS LADDER. °
- TRIM GRATING TO PASS LADDER *
N 23/ M0 BEAR ON MNGLE SEAT CHEREN PROJECT NUMBER
\
\ L1 1/2 x 2 1/2 x 1/4 ALUNINUN W/ ; 1639
X X e AR DRAWN BY
AR e ALUMINUM GRATING RS et
GRATING TO IRRLEE J.6.
. I AND CONFINED SPACE PERSONEL REMOVAL - — ot CHECKED BY
% (UTLIZING HOIST) TR R o RS PEP
L . :‘ ¢ . CD'. . . “. 4 ' K _I obmel o
// } 4 . 4t - . .., . ,= NG DATE U1 gm—
/ SRR 1 11/11/04 | CONSTRUCTION
L/ o . 2 03/17/05 | CONSTRUCTION
/ /4 \DET'AIL OIS P 08/09/05 | CONSTRUCTION
/ e 4 12/21/05 | CONSTRUCTION
/ ‘ ("4 "\EMBEDDED ALUMNUM \S—4/SAE: 1"=1"-0 b et
% \S—4/ANGLE ALL AROUND QUMD
J-_..;....ﬁ-- #---h---J*ﬁ-----d- v et : :: ‘4 ..
3-0" PRI
711" At
S TACK WELD TOE BOARD - 1 1/2" SCHED, 40 ANODIZED
L T0 1 1/2° PIPE ALUMINUM PIPE
et 1 1/2" SCHED, 40 ANODIZED
/2 \ALUMINUM GRA g 1| l (1/4° X 4) TOP_OF CONCRETE
SCALE: 1°=1"=0" BEEREN b F o, masa b ] ]2 ;
‘ St ? .'-J:."f'.".'*.m."? .I'.‘rh- “t .5 2" SCHED. 40 ANODIZED A —
NOTES: : R : WALL BRACKET (TYP.) g2t e Tl VT ST S ALUNINUM PIPE EMBEDED DATE: ____
1. GRATING SHALL BE SERIES GAL125 (1 1/4” X 3/16° @ 1 3/16" 0/C) BRI FURNISHED WITH LADDER B A e T INTO CONCRETE DATE:
8" TAN, SPLIT-FACED CONCRETE BLOCK L 4‘
o Yoot \é'_'y SCALE: 1°=1'-0"
£ WAL OPEANGS, U SPLCES SHAL B NEW WINDSOR
N o m )
A MIN. OF 40 BAR DIAMETERS. ALL REINFORCED e M 1. CONSTRUCT REMOVABLE SAFETY RAILING AND TOE—BOARD
CELLS SHALL BE FILLED SOLID WITH MORTAR ] OF ANODIZED ALUMINUM. 8E®N(Y;(E)R&OUNTY,
B
Y 12'-4" AP
-] e PRy
#::H=j‘ P
.:'.'*',,' L £8° X 4" X 1/2° . ) ’
. R /_ | | Lo
| L LENGTH | HOT=DIP GALVANIZED DAYTON TROLLEY R
1/8 TH SIDES AFTER FABRICATION MODEL #3MB56 a0 e
T SHEETTITLE
1/2° BOLT CHAIN HOIST W/ 20" LIFT. a0
e L~ o '
| e ' DETAILS
vy Lo
/\STEEL HOISTING BEAM DETAL T SR LL R S S )
\&y . SCALE: 1'=1'=0 ‘
. LINTEL TO SPAN MASONRY OPENING PLUS 6" EACH SIDE. - /L\JSSHITSSRT%E?HIIASLTBgéE%N(T)RIS
2. PROVIDE 1/2 TON, HEAVY-DUTY TROLLEY AND 1/2 TON CHAIN HOIST. | CTION 7209 S — 4—
CM_MODEL #3222-GRANGER STOCK §42463 AND / 5 \LADDER DETAIL gFVITOHLéTL?ENw OYFO SKE IO,
COFFING MODEL fLHH-1/2B20~GRANGER STOCK #3KR21. W SCALE: Va0’ EDUCATION LAW
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EXISTING FENCED
\ L EPouND METER |
\ |
/7 1\GAS PIPING PLAN
W=/ SCALE: 1"=20'
LEGEND
LIGHT UINES DENOTE EXISTING CONDITIONS
———— HEAVY LINES DENOTE PROPOSED CONDITIONS
~—G— UNDERGROUND GAS PIPING
%
" CRITICAL SILENCER FURNISHED
(4 WITH GENERATOR SET
THIMBLE
Bl
.(\l 0
3 1/2° EXHAUST N 16 Ga. SHEET METAL
HPE/GYP-) '\ " , ~—"" HEAT SHELD
<T—t-=I 90" ELBOW (TYP.)
(@ CONDENSATE TRAP
o AND DRAN
N EXHAUST PIPE INSULATION.
| - . SEE EXHAUST PIPING NOTE #5
v Tl 2'-0" LONG
; 2le FLEX PIPE
" .
EXHAUST LOWER W/_|— 1* DEFLECTION VIBRATION
INSECT SCREEN / ra 2 2 ISOLATORS (TYP. FOR 4)

EXHAUST PIPING
SCALE: 1/4'=1-0

EXISTING ACCESS
ORNE

EXISTING MANHOILE
(TYP.)
2 1/2° PLASTC TAP TO MAN
UNDERGROUND GAS PIPE BY CHG&E
| 14" .
3 1/2° EXHAUST
wel

1° VENTILATION HOLES
(IVP. BOTH SIDES)

1'~4’ THIMBLE

CORE-DRILL TO ACCEPT THIMBLE, A
SEAL ANNULUS WITH MORTAR

MASONRY WALL

3 1/2' EXHAUST

PIPE

BIRD 1% VENTILATION HAOLES

SCREEN "\ ) (TYP. BOTH SIDES))
~ | 7~ - _3

CUT PIPE AT ' “ \-a

15 ANGLE | PE INSULATION

10" TYP. 1'-4"¢ THINBLE

(ANTHIMBLE DETAIL
NS

SCALE: 1'=1-0"

EQUIPMENT BUILDING

GAS PIPING NOTES

1.

2.

3.

4,

5.

6.

7.

8.

9,
10.

1.

CONTRACTOR SHALL PROVIDE ALL CUTTING AND EXCAVATION REQUIRED TO INSTALL
MATERIALS AND EQUIPMENT. PATCHING WILL BE PROVIDED BY THE CONTRACTOR.

BLLOW GRUUND GAS HIPING SHALL BE HIGH OR MEDIUM DENSITY FOLYETHYLENE
CONFORMING TO ASTM D2513.

ABOVE GROUND GAS PIPING SHALL BE SCHEDULE 40, BLACK STEEL PIPE WITH THREADED
FITTINGS, PIPE SHALL CONFORM TO ASTM-A53, NO UNIONS, BUSHINGS, RIGHT AND LEFT
fgg:#ONNGSS. SWING JOINTS AND GLAND TYPE JOINTS SHALL BE USED IN CONCEALED

GAS PIPING WORK SHALL COMPLY WITH SECTION 400 OF THE FUEL GAS CODE OF
NEW YORK STATE AND ANY SPECAL REQUIREMENTS OF THE TOWN OF NEW WINDSOR,

FITTINGS SHALL BE SCHEDULE 40 MALLEABLE CAST IRON SCREW TYPE, SEAL FITTINGS WITH
PIPE JOINT COMPOUND WHICH IS RESISTANT TO LIQUEFIED PETROLEUM GAS. APPLY
COMPOUND TO MALE THREADS ONLY.

ggEEPORT GAS PIPING IN ACCORDANCE WITH ANSI/MSS SP-58 & 69, AND NYS BUILDING
PRESSURE TEST NEW GAS RISERS PRIOR TO CONNECTION AND CONCEALMENT IN
ACCORDANCE WITH SECTION 406 OF THE FUEL GAS GQODE,GF NEW YORK STATE.
CONCEALMENT AND CONNECTIONS SHALL OCCUR ONLY 'A'FFER; PASSING THE TEST.

REDUCTIONS IN PIPE SIZE SHALL BE ACCOMPLISHED WITH REDUCERS. BUSHINGS ARE NOT
ACCEPTABLE.

PURGE SYSTEM IN ACCORDANCE WITH NFPA-54.

PROVIDE GAS COCKS, DIRT LEGS AND UNIONS AT CONNECTIONS TO ALL APPLIANCES,
PROVIDE METER VALVE UPSTREAM OF METER. PROVIDE EXTERIOR SHUTOFF VALVE.

APPLY FOR AND OBTAIN NEW GAS SERVICE FROM CHG&E. COORDINATE FINAL METER
LOCATION WITH CHG&E. PROVIDE ALL EQUIPMENT & MATERIALS IN ACCORDANCE WITH
CHG&E STANDARDS. . S

201 =034~

PAPAY ENGINEERING & CONSTRUCTION, INC.
100 HILLTOP ROAD, "‘:5“‘3 N 07446

NJ CERTIFICATE OF AUTHORIZATION NO. 24GA27832800

EXHAUST PIPING NOTES

—_—

. TO REDUCE CONDENSATE BUILD-UP, PITCH MUFFLER & EXHAUST PIPING 1/8" PER FOOT.
. EXHAUST PIPING SHALL CONFORM TO THE LATEST EDITION OF NFPA 37.
. PROVIDE SUITABLE SUPPORT FROM JOISTS ABOVE. SYSTEM WEIGHT MAY NOT BE IMPOSED

ON TURBO-CHARGER OUTLET.

. EXHAUST PIPING SHALL BE SCHEDULE 40, BLACK STEEL PIPE WITH THREADED FITTINGS.

COVER THE INTERIOR EXHAUST PIPING, SILENCER, EXHAUST MANIFOLD(S), AND TURBO(S)
WITH INSULATION OF A NON-COMBUSTIBLE TYPE INSULATION BLANKET MATERWL. BLANKETS
SHALL BE TOTALLY ENCAPSULATED IN 304 STAINLESS STEEL MESH. OUTER LINER SHALL
CONSIST OF A SILICONE COATED FIBERGLASS CLOTH. HOLD TOGETHER SEAMS WITH

304 STAINLESS STEEL "HOG RING" STAPLES. TIE DOWN ANCHORS, HOOKS, AND WASHERS
SHALL BE TYPE 304 STAINLESS STEEL. LACING WIRE SHALL BE TYPE 304 STAINLESS STEEL
(16 GA.). NO ASBESTOS OR ASBESTOS-BEARING PRODUCTS SHALL BE USED. THE
BLANKETS SHALL BE GT EXHAUST SYSTEMS, INC. OR APPROVED EQUAL

mmss METER AND
SLEEVED
OPENING GAS COCK
AN )
— 6" DIRT LEG
@
q EXISTING GAS MAIN
EMERGENCY —,—L UNDER MOUNT AIRY ———
GENERATOR ROAD (V.LF.) O
= - o
ll \\ \| J] -
SOLENOI "s SCHED 2 1/2% PLASTIC UNDERGROUND
SOLENOID_ \—g,:m - 40 Ry W/ TRACER WIRE © N AN
APPROVED FLEXIBLE ¢ G 6
CONNECTION PROVIDE. STREET
SHUT-OFF VAL o
/2 \NATURAL GAS SCHEMATIC
\U-1/ SCALE: NONE
PROVIDE CHG&E SURFACE TREATMENT T0 A
APPROVED WARNING MATCH EXISTING .
TRACER TAPE
< _
© \\\//\
: : — el COMPACTED SITE SOIL
NEES 11— K .
EL NIy "
r /\//,:l'rpm:m:HQ\//\ — MM
‘/\\//T—m TN .
N\ {
/ f .
/ T e S0 PADONG COMPACTED
S, IN 8 LIFTS
CONCRETE MIX BAG \
SEE NOTE #3 _

\-}12 AWG TRACER WIRE

DETAIL

fMS?UNDERGROUND UTILITY TRENCH

NV o

SCALE: 1*=1'-0"

1. BACKFILL WITH SITE SOIL WHICH IS FREE FROM 6" IN DIMETER OR
GREATER ROCKS. COMPACT BACKFILL IN 6° LIFTS.

2. THE BACKFILLED TRENCH SHALL BE CROWNED SLIGHTLY TO ALLOW FOR

FUTURE SETTLEMENT. THE CROWN SHALL BE THOROUGHLY COMPACTED. r P APAY
3. PLACE ONE, UNOPENED, 75§ BAG OF CONCRETE MIX DIRECTLY OVER < of NEW >
THE PIPE AT 40" INTERVALS. & SR E P
A% T
*
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EXISTING FENCED _[____‘

COMPOUND

EXISTING UTILITY POLE

AND ELECTRIC SERVICE

METER

= EXISTING WET WELL
AND PUMP PIT

e K e ¥ ¥ ¥

-\\

3

|
_—

\ EXISTING FENCED
\ COMPOUND

ERVICE

~_EXISTING PRIVATE

:[ UTILITY POLE
o

EXISTING POLE MOUNTED
TRANSFORMER (TYP.)
C LINES =
| VERHEAD | PRIMARY_ELECTRIC L EXISTING CURRENT
 EXISTING QVEREEES TRANSFORMERS (C.1.'S)
EXISTING UTILITY POLE, MANUAL
~—TRANSFER SWITCH, ENCLOSED 3) 600 MCM & (1) §2/0 N
BREAKER AND ELECTRIC METER AND (1) 436 IN 4's &GS /\ w
—————————————— A\ w
TING CAST IRON POWER PANEL *PP-1" VD §2 '
%Ir?cs MAINS SEE NOTE #5 1 / EXISTING CHG&E 240V, w
W __| ‘ 400A, 3¢ AUTOMATIC TRANSFER  4-WIRE METER. METER @,
-0 O | SWITCH W/ SOLID NEUTRAL #50 903 972
LIGHTING PANEL /4 | GE ZTG SERES | EXISTING 400A, 39, ENCLOSED
_________ P-1° E-1 v ' m -~ MANUAL TRANSFER SWITCH
T 38 SURGE ARRESTOR. 4504, 3-POLE, ENCLOSED
in w |_— MISSION CRITICAL MAIN BREAKER
S_EXISTING ACCESS J:L—__'—ﬁJ_J 'UI /‘t MDL $85202 r L GENERATOR
EMERGENCY EXISTING 4504 ENCLOSED CONNECT TO LOAD SIDE. RECEPTACLE
/"5 "\ UNDERGROUND ELECTRIC GENERATOR o 13 5T o5 mxsgmmzauﬁl%m REMOVE OLD CONDUCTORS.
SEE 4 W
oY l . P R A NsTaLLATION NOTE # w
EXISTING (3) 600 MCM AND
LEGEND 400A, 3-POLE CRCUT e E E E 7 (1) #2 N 3 1/2°% RGS
LIGHT LINES DENOTE EXISTING CONDITIONS m ;URNISHED W/ p £ E e . )
HEAVY LINES DENOTE PROPOSED CONDITIONS l __J (3) 600 MCM & (1) #2/0 N

PLAN

\ NS
&=V

—

PUMP PIT

2.ALL BRANCH BREAKERS SHALL BE PLUG-IN TYPE.

3.EQUIPMENT LOADS SHOWN ARE ESTIMATES.

SCALE: 1"=10’ EXISTING MOTOR CONTROL
CENTER TO BE REMOVED AFTER
NEW EQUIPMENT INSTALLATION
BASIS: SQUARE D
PP_" PANEL__ PP-1  VOLTAGE  _240v/120/208v, 38, 40 AIC _10,000 ONHG0-au ~ INTERIOR - HCASK - SQLD NEWTRAL
D FLUSH PROVIDE W/ EQUIPMENT & WAIN_400A BUS _400A_ HCNBSTSD = FRONT
& SURFACE GROUND BUS O MO O FEED THRU
TEM | VIA DEVICE HOME RUN DESCRIPTION BRK| CKT —— LOAD /BPHASEC Ty | CKT| BRK DESCRIPTION HOME RUN VA DEVICE | ITEM
33/0 & 166, 7' ¢ VARIABLE D00/ 1 [19,738[19,738 2 P00 VARIABLE _ 3f3/0 & 1§66, 2 C
FREQUENCY /13 19,738]19,738 § ]/ FREQUENCY
" DRIVE #1 35 19,738(19.738 6 |/3 DRIVE #2
2§3 & 148G, 1" C PANEL 100/] 7 [4.740] - 8 | - SPACE
LP—1 219 5,500 - 0] - SPACE
SPACE - [T NENE SPACE
SPACE IR 14 - SPACE
SPACE - |15 Bk 6| - SPACE
SPACE — 17 ~ - [18] - SPACE
44,076 | 44,976 | 39,476
B L L D Nt A PLTES TOTAL DEMAND 1287 = _ 323 AWPS

(3N\THREE—PHASE PANEL SCHEDULE
\E.‘y SCALE: NONE

BASIS: SQUARE D

Q08-16L100S — BOX & INTERIOR

2.ALL BRANCH BREAKERS SHALL BE PLUG-IN TYPE.

3.EQUIPMENT LOADS SHOWN ARE ESTIMATES.

LP-1 PANEL___LP—1 _ VOLTAGE \20/208, 19, W AIC _t0000 PK7GTA — EQ. GROUND BAR
BUS _1UVA
E éb‘éiicg PROV'ggoﬁ{JDE%BgMEm g ﬁﬁ? 100A O FEED THRU - - |
Tem | VA DEVICE HOME RUN DESCRIPTION BRK | ckT L:’AD / PHASE OKT| BRK DESCRIPTION HOME RUN VIA DIVCE | ITEM
SWITCH 207 & 1126, 3/# C|  EQUIPMENT ROOM LIGHTING | 15 | 1 | 400] 180 2 75 | EXTERIOR W.P. RECEPTACLE | 212 & 1126, 3/ C | (1) WOk 5-20% (WP Gf)
W2 & 1126, /¥ C|  EXISTING SUMP PUMP |15 | 3 720|540 | 4 | 15| PUMP PIT W.P. RECEPTACLES | 212 & 1126, 3/4" | () NoWA 5-20% (P, G
SWITCH | 212 & VTG, 3/ C| FUMP PIT EXHAUST FAN & LIGHTING | 15 | 5 | 920 | 720 5 15 | EQUPMENT ROOM RECEPTACLES | 212 & 1126, 3/ C| (4) NEWA 5-20R
2017 & 126, 3/F C| EXISTING WET WELL EXHAUST FAN |15 | 7 720 11,000 8 115 EXISTING DEHUMIDIFIER | 2012 & 19126, 3/¢° ¢
SPACE 519 | = 2520 1030 | EQUIPMENT ROOM HEATER ] 2§10 & 14106, 3/4 C
7910 & TF06, 379 C PUMP PIT HEATER 130 | 11 p520 = |12 - SPACE ~
SPACE Bl = | - THgs SPACE
SPACE =115 N I T SPACE
2730 | 5500
LIGHTING 0.6 A = 0.7
gy o @ D I
Kncﬁerzogguw 504 0% = —£04
MsC. —3i I v
MOTES: 1.SPACES SHALL BE COVERED W/ BLANK PLATES, AL DD 106 = 51 A

AN\SINGLE-PHASE PANEL SCHEDULE
&V e

~AND (1) $3G IN Su)u PVC

(2 \ELECTRIC SCHEMATIC
-1/ SCALE: NONE
NOTES:

1. UTILITIES SHOWN ARE PRELIMINARY AND SUBJECT
TO CHG&E APPROVAL.

2. ALL ELECTRICAL EQUIPMENT INSTALLED IN PUMP
PIT MUST BE NEMA IV.

3. ALL INTERIOR WIRING SHALL BE IN RIGID GALVANIZED
STEEL CONDUIT.

4. MAXIMUM DOWNTIME FOR SWITCH-OVER IS 10 MINUTES.

5. PROVIDE PANEL "PP-1" W/ (2) 2004, 3-POLE BRANCH BREAKERS
MDL #Q232200 AND (1) 100A, 2-POLE BRANCH BREAKER
MDL #Q232100.

6. PUMP CONTROL AND ALARM CIRCUIT. SHOP DRAWINGS TO BE
PROVIDED FOR REVIEW AND APPROVAL PRIOR TO START OF
CONSTRUCTION.

7. CONTRACTOR TO PROVIDE AN APPROVED SCHEDULE OF EVENTS
FOR THE ELECTRICAL CHANGE—-OVER TO MINIMIZE DOWNTIME.

8. PROVIDE PHASE MONITOR ONEACH V.E.D. PILOT CIRCUIT.
DIVERSIFIED MODEL #SLA-230ASA

CONDITIONS AND WORK TO BE PERFORMED UNDER THIS CONTRACT.

WORK PRIOR TO ORDERING OF ANY EQUIPMENT AND THE ACTUAL
LISTING ALL MALFUNCTIONS, FAULTY EQUIPMENT AND DISCREPANCIES.
3. VERIFY HEIGHTS WITH PROJECT MANAGER PRIOR TO INSTALLATION.
4. THESE PLANS ARE DWAGRAMMATIC ONLY, FOLLOW AS CLOSELY AS POSSIBLE,

CIRCUMSTANCES SURROUNDING THE PROJECT.

CONSTRUCTION TOOLS, TRANSPORTATION, ETC., FOR COMPLETE AND FUNCTIONALL
DRAWINGS, AS SPECIFIED HEREIN AND/OR AS OTHERWISE REQUIRED.

AND SHALL BE OF THE BEST GRADE AND OF THE SAME MANUFACTURER

EACH CLASS OR GROUP OF EQUIPMENT. ELECTRICAL
WHERE SUBJECT TO SUCH APPROVAL. MATERIALS SHALL MEET WITH
MANUFACTURED IN ACCORDANCE WITH ALL CURRENT APPLICABLE STANDARDS EST
BY ANSI, NEMA

INTENDED USE AND LOCATION

CODES AND OSHA, NFPA, NEC & ASHRAE REQUIREMENTS.

JOB ACCEPTANCE
EXPENSE OF THE CONTRACTOR.

ARE MADE THROUGH FIRE-RATED ASSEMBLIES. PROVIDE CUSHIONED, OVER-SIZED

WATER-TIGHT USING SILICONE SEALANT.

THE PROJECT MANAGER FOR APPROVAL PRIOR TO EXECUTION.

EQUIPMENT. AFFIX MAINTENANCE LABELS TO MECHANICAL EQUIPMENT.

UNLESS OTHERWISE NOTED. CONDUCTORS SHALL BE TYPE THWN, RATED
WITH NEC 110-14(c).

RATING NOT LESS THC MAXIMUM INTERRUPTING CURRENT TO WHICH THEY MAY BE
CURRENT ESTABLISHED BY THE UTILITY.

NATIONAL ELECTRICAL CODE; ARTICLE 250 AND THE UTILITY COMPANY STANDARDS.

OF THE WORK.
BY AN OWNER-APPROVED ROOFER. MAINTAIN ALL EXISTING ROOF

17. INTERIOR RECEPTACLES SHALL BE NEMA 5-20R, HUBBELL g5352 BROWN. WEATH
GF1 RECEPTAC

LES SHALL BE HUBBELL JGF5352, WITH WP2
RECEPTACLE BOXES SHALL BE 4" X 4"

WHICH SHALL BE 2
BENDS. PROVIDE 36°X36°X8" PULL BOXES AT EVERY 4TH
EVERY 100" OF STRAIGHT TELEPHONE CONDUIT RUN.

19.  CONDUIT:

0. RIGID CONDUIT SHALL BE U.L. LABEL GALVANIZED JINt é&TED WITH ZINC
INTERIOR AND SHALL BE USED WHEN INSTALLED IN OR UNOER CONCRETE

EXPOSED ON BUILDING EXTERIOR. RIGID CONDUIT IN CONTACT WITH EARTH
SHALL BE 1/2 LAPPED WRAPPED WITH HUNTS WRAP PROCESS NO. 3.

AT FINAL CONNECTIONS TO MECHANICAL EQUIPMENT AND WHERE PERMITTED
BY CODE. ALL CONDUIT IN EXCESS OF SIX FEET IN LENGTH SHALL CONTAIN
A FULL-SIZE GROUND CONDUCTOR.

PROJECT MANAGER PRIOR TO INSTALLING,

INSTALLATIONS. PROVIDE UV-RESISTANT CONDUIT WHERE EXPOSED TO THE
PERMITTED BY CODE TO OMIT.

BY CODE T0 FOLLOW A DIFFERENT SCHEME.

GROUNDING SYSTEM RESISTANCE NOT EXCEED 5 OH|

REDUCING THE RESISTANCE VALUE.

23.  COORDINATE WITH UTILITY COMPANY FOR CONNECTION OF TEMPORARY AND
THE CONTRACTO

TO ALL OTHER AREAS & CIRCUITS NOT SCHEDULED FOR REMOVAL

AREAS WHERE EXISTING UTILITIES AND/OR STRUCTURES ARE LOCATED.

d.  PVC CONDU MAY BE PROVIDED ONLY WHERE SHOWN, OR IN UNDERGROUND

20. AL ELECTRICAL EQUIPMENT SHALL BE LABELED WITH PERMANENT ENGRAVED PLASTIC
LABELS. BACKGROUND SHALL BE BLACK WITH WHITE LETTERS; EXCEPT AS REQUIRED

21, UPON COMPLETION OF WORK, CONDUCT CONTINUITY, SHORT CIRCUIT, AND FALL OF
POTENTIAL GROUNDING TESTS FOR APPROVAL, SUBMIT TEST REPORTS 10 PROJECT MANAGER.
R SHALL CEE| MS. IF THE RESISTANCE VALUE
1S EXCEEDED, NOTIFY THE PROJECT MANAGER FOR FURTHER INSTRUCTION ON METHODS FOR

POWER 10 THE R?lTE THE TEMPORARY POWER AND ALL HOOKUP COSTS SHALL BE PAID BY

| ELECTRICAL GENERALNOTES |

1. SUBMITTAL OF BID INDICATES THAT THE CONTRACTOR IS COGNIZANT OF ALL JOB SITE

2. CONTRACTOR SHALL PERFORM ALL VERIFICATIONS, OBSERVATION TESTS, AND ESQMINATION
CONTRACTOR SHALL ISSUE A WRITTEN NOTICE OF ALL FINDINGS TO THE PROJECT MANAGER

5. COORDINATE ALL WORK BETWEEN TRADES AND ALL OTHER SCHEDULING AND PROVISIONARY

6. CONTRACTOR SHALL PROVIDE ALL LABOR, MATERIALS, INSURANCE, EQUIPMENT, lN?TALIATION
OPERATING SYSTEMS ENERGIZED AND READY FOR USE THROUGHOUT AS INDICATED ON

7. ALL MATERALS AND EQUIPMENT SHALL BE NEW AND IN PERFECT CONDITION WHEN INSTALLED
THROUGHOUT FOR

MATERWALS SHALL BE LISTED AND
APPROVED BY UNDERWRITER'S LABORATORIES AND SHALL BEAR THE INSPECTION LABEL “v"
APPROVAL OF ALL

GOVERNING BODIES HAVING JURISDICTION OVER THE CONSTRUCTION. MATERWLS SHALL BE
AND NBFU, ALL MATERIALS AND EQUIPMENT SHALL BE APPROVED FOR THEIR

8. ALL WORK SHALL COMPLY WITH ALL APPLICABLE GOVERNING STATE, COUNTY AND CITY

9. ENTIRE JOB SHALL BE GUARANTEED FOR A PERIOD OF ONE (1) YEAR AFTER THE DATE OF

. ALL WORK, MATERIL AND EQUIPMENT FOUND TO BE FAULTY DURING
THAT PERIOD SHALL BE CORRECTED AT ONCE, UPON WRITTEN NOTIFICATION, AT THE

10. PROPERLY SEAL ALL PENETRATIONS. PROVIDE UL LISTED FIRE-STOPS WHERE PENETRATIONS
PENETRATIONS FOR REFRIGERANT PIPING. OUTDOOR WALL PENETRATIONS SHALL BE SEALED

11, LOCATE ALL PENETRATIONS SUCH THAT ALL REINFORCEMENT CONTAINED WITHIN THE EXISTING
BUILDING CONSTRUCTION REMAINS INTACT AND UNDISTURBED. SUBMIT LOCATING METHOD TO

12.  DELIVER ALL BROCHURES, OPERATING MANUALS, CATALOGS AND SHOP DRAWINGS TO THE
PROJECT MANAGER AT JOB COMPLETION. PROVIDE MAINTENANCE MANUALS FOR MECHANICAL

13, ALL CONDUCTORS SHALL BE COPPER. MINIMUM CONDUCTOR SIZE SHALL BE !12 AWG.,
N
14, ALL CIRCUIT BREAKERS, FUSES AND ELECTRICAL EQUIPMENT SHALL HAVE AN INTERRUPTING
SUBJECTED, AND A MINIMUM OF 10,000 A..C. SERVICE EQUIPMENT SHALL WITHSTAND FAULT
15. THE ENTIRE ELECTRICAL INSTALLATION SHALL BE GROUNDED IN ACCORDANCE WITH THE

16.  PATCH, REPAIR AND PAINT ANY AREA THAT HAS BEEN DAMAGED IN THE COURSE OF THE
WORK. PROVIDE MATCHING CEILING TILES WHERE DIRTIED OR DAMAGED DURING THE COURSE
ORK. ALL ROOF-RELATED PENETRATIONS AND ADHESIONS SHALL BE PERFORMED

ERPROOF,
COVER AND BELL BOX. INTERIOR

18.  MINIMUM CONDUIT SIZE SHALL BEH[‘%T TRADE DIAMETER: EXCEPT FOR TELEPHONE CONDUIT
TRADE DIAMETER. PROVIDE 36° RADIUS SWEEPS FOR ALL TELEPHONE
TELEPHONE CONDUIT BEND AND AT

IN CONTACT WITH THE EARTH, UNDER PUBLIC ROADWAYS, IN MASONRY WALLS OR

b.  LIQUID-TIGHT FLEXIBLE METAL CONDUIT SHALL BE U.L. LISTED AND SHALL BE USED

c.  CONDUIT RUNS SHALL BE SURFACE MOUNTED ON CEILINGS OR WALLS UNLESS NOTED |
OTHERWISE. ALL CONDUIT SHALL RUN PARALLEL OR PERPENDICULAR TO WALLS

, FLOOR,
CEILUNG, OR BEAMS. VERIFY EXACT ROUTING OF ALL EXPOSED CONDUIT WITH THE

ATMOSPHERE. PROVIDE GROUND CONDUCTOR IN ALL PVC RUNS; EXCEPT WHERE

22. CLEAN PREMISES OF ALL DEBRIS RESULTING FROM WORK AND LEAVE WORK IN A COMPLETE
AND_UNDAMAGED CONDITION. LEGALLY DISPOSE OF ALL REMOVED, UNUSED AND EXCESS
MATERIAL GENERATED BY THE WORK OF THIS CONTRACT. DELNVER ITEMS INDICATED ON
THE DRAWINGS TO THE OWNER IN GOOD CONDITION. OBTAIN SIGNED RECEIPT UPON DELNVERY

T

24, VERIFY ALL EXISTING CIRCUITRY PRIOR TO REMOVAL AND NEW WORK. MAINTAIN POWER

25. LOCATE AND MARK—OUT ALL UNDERGROUND UTILITIES AND STRUCTURES THROUGH THE
USE OF AN INDEPENDENT UTILITY LOCATING SERVICE PRIOR TO EXCAVATION. HAND DIG IN
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NOTES:
1. PVC SHALL BE SCHEDULE 80, UV RESISTANT
AT ABOVE GRADE LOCATIONS.

SCALE: 1°=1’-0"

PROJECT NUMBER
1639
DRAWN BY
S.T.G.
CHECKED BY
P.E.P.
NO DATE ISSUE
0 01/14/04 | CONST. REVIEW
1 05/12/04 | CONSTRUCTION
2 11/11/04 | CONSTRUCTION
3 03/17/05 | CONSTRUCTION
4 08/09/05 CONSTRUCTION
5 12/21/05 CONSTRUCTION
APPROVALS
DATE:
DATE: ____
DATE:

SHEET TITLE

SITE ADDRESS:
MOUNT AIRY ROAD

NEW WINDSOR,
ORANGE COUNTY,
NEW YORK

N

UNAUTHORIZED ALTERATION OR
ADDITION TO THIS DOCUMENT IS
A VIOLATION OF SECTION 7209
OF THE NEW YORK STATE
EDUCATION LAW.

PETER_E. PAPAY

ELECTRICAL PLAN,
DETAILS AND NOTES

SHEETNUMBER

-




WET WELL

DUCTWORK AND

VARWABLE FREQUENCY DRMVE
CONTROL BOX. SEE AUTOMATED

GRAVITY DAMPER

INUNE EXHAUST FAN. PENN VENTILATION MODEL
MODEL #SX115RC W/ TOTALLY ENCLOSED MOTOR

CONTROL SYSTEMS DWG. #5344CS |
FOR CONNECTIONS

AND AMCA "B® SPARK RESISTANT CONSTRUCTION.
CONNECT TO PIT LIGHTING CIRCUIT

SEWAGE PUMP___
(TP, FOR ) T

WP—GFC! RECEPTACLE
(TYP. FOR 3)

\

T~

PUMP PIT

TR

NEW LADDER-|

3/4"9 RGS. MOUNT HARD

T0 CEILING (TYP.)

o

—

3

9

5K(:EILING MOUNTED, VAPOR-TIGHT,
LIGHT FIXTURE. STONCO MDL #VK-16C

(TYP. FOR 2). PROVIDE W/ 100W LAMP

Sk

4\

LEGEND

LIGHT LINES DENOTE EXISTING CONDITIONS
HEAVY LINES DENOTE PROPOSED CONDITIONS

/\PUMP PIT PO

=%

WER PLAN

SCALE: 1/2°=1'-0"

WALL MOUNTED

J, \
7
T

EXISTING ALUMINUM — -]
GRATING - ~—

— ~ ~
WET WELL
(BELOW) WALL MOUNTED 5KW ELECTRIC UNM, _ NEW

HEATER. GRANGER STOCK #3UF79 | LADDER

PANELBOARD "PP-1" AND

SURGE ARRESTOR BELOW

AUTO TRANSFER

SWTcH (ATS) \\

VARIBLE FREQUENCY DRME
(VD) (TYP. FOR 2). SEE

1
6 LIGHTING PANEL
"p-1"

AUTOMATED CONTROL SYSTEMS
OWG. §#5344CS FOR CONNECTIONS

150 Kw GENERATOR\

EXHAUST COMBINATION LOUVER/
DAMPER WITH ELECTRONIC ACTUATOR.
GREENHECK MDL JECD-801.

ENERGIZE FROM GENERATOR CIRCUIT

TO CELING (TYP.)

3/4"8 RGS. MOUNT HARD

\oouau: DOOR.

bl

L)

WALL MOUNTED

| @]

-

—~—— CEIUNG MOUNTED, VAPOR-TIGHT,

LIGHT FIXTURE. STONCO MDL #VK-16C
(TYP. FOR 4). PROVIDE W/ 100W LAMP

WP-GFCI
RECEPTACLE

VENTILATION SYSTEM MAKE-UP AR

K %
| | I
] |
/2 \BUILDING POWER PLAN
\L_;/ SCALE: 1/2"=1'-0"

EXHAUST COMBINATION LOUVER/

DAMPER WITH ELECTRONIC ACTUATOR.
GREENHECK MDL §ECD-601. .
ENERGIZE FROM GENERATOR CIRCUIT

,q;:_'{.'l“.

PaPAY ENGINEERING & CONSTRUCTION, INC.
100 HILLTOP ROAD, RAMSEY, NJ 07448
201-934-2828
NJ CERTIFICATE OF AUTHORIZATION NO. 24GA27932900

LAND MASTER
COMMUNITY DEVELOPERS, LLC
156 ORANGE AVENUE
WALDEN, NEW YORK 12586
PHONE: (845) 778-3793
FAX: (845) 778-4669

PROJECT NUMBER

1639
BRAWN BY

S.T.G.
CHECREDBY_

P.E.P.
NO____ DATE _ 1SSUE

11/11/04 | CONSTRUCTION
03/17/05 | CONSTRUCTION
08/09/05 | CONSTRUCTION
12/21/05 | CONSTRUCTION

LN —-O

APPROVALS
DATE:

DATE:

DATE:

"7,'- w(:

MOUNT AIRY ROAD
NEW WINDSOR,
ORANGE COUNTY,
NEW YORK

UNAUTHORIZED ALTERATION OR
ADDITION TO THIS DOCUMENT IS
A VIOLATION OF SECTION 7209
OF THE NEW YORK STATE
EDUCATION LAW.

.PETER E. PAPAY

NE
‘;5?« OF w yo
%

ELECTRICAL PLANS

o ————

oy e T




